
CERTIFICATE OF INSTALLATION  CF2R‐ENV‐21‐H 
Quality Insulation Installation (QII) – Infiltration  (Page 1 of 3) 
Project Name:  Enforcement Agency:  Permit Number: 

Dwelling Address:  City Zip Code 

 

Registration Number:                                                           Registration Date/Time:                                           HERS Provider:                        
CA Building Energy Efficiency Standards ‐ 2013 Residential Compliance  January 2014 

A. QUALITY INSULATION INSTALLATION (QII) FRAMING STAGE 
1.  If any information or signatures are missing, this is not a valid form and cannot be accepted by the building department or HERS rater. 
2.  Air barrier installation and preparation for insulation must be done at framing stage before insulation is installed. An air barrier is required in 

all thermal envelope assemblies to limit air movement between unconditioned/outside spaces and conditioned/inside spaces and must be of 
one of the following in accordance with Reference Appendices, Residential Appendix, RA3.5.2—Definitions:  (1) individual materials; (2) 
assemblies of materials; (3) air leakage testing of the completed building (see Reference Appendices, Residential Appendix, RA3.8).   
Individual materials and assemblies of materials that can demonstrate compliance with the air barrier testing requirements must be installed 
according to the manufacturer's instructions. Manufacturers of these and other product types must provide a specification or product data 
sheet showing compliance to the ASTM testing requirements to be considered as an air barrier. 

3.  Spray Foam Insulation (SPF) can be considered an air barrier when the bottom and top plates of vertical framing and both ends of horizontal 
framing, including band and rim joists, are sprayed to completely fill the cavity adjacent to and in contact with the framing to a distance of 
5.5 inches away from the framing for open cell SPF (ocSPF) or 2.0 inches away from the framing for closed cell SPF (ccSPF). SPF can be 
considered an air barrier with less than these thicknesses when a product data or specification sheet is provided that shows  the product 
meets an air permeance no greater than 0.02 L/s‐m2 at 75 Pa pressure differential when tested in accordance to ASTM E2178 or ASTM E283 

4.  All structural framing areas shall be insulated in a manner that resists thermal bridging of the assembly separating conditioned from 
unconditioned space. Structural bracing, tie‐downs, and framing of steel, or specific framing used to meet structural requirements of the CBC 
are allowed and must be insulated. These areas shall be called out on the building plans with diagrams and/or specific design drawings 
indicating the R‐value of insulation and fastening method to be used. 

 
B. RAISED FLOOR AIR BARRIER 
1.  There must be an air barrier at the raised floor.  This is accomplished by sealing all penetration with foam or caulk.  
2.  All chases must be sealed at floor level using a hard cover and caulk or foam. 
3.  All Plumbing and electrical wires that penetrate the floor must be sealed with caulk or foam. 
4.  By signing below, the installer certifies that these requirements are met. 

 
C. WALLS, KNEEWALLS, SKYLIGHT SHAFTS AND GABLE ENDS AIR BARRIER 
1.  All penetration through the exterior wall air barrier caulked or foamed to provide an air‐tight envelope to the outdoors, attic, garage and 

crawl space. 
2.  All electrical boxes that penetrate the exterior sheathing to nonconditioned space are sealed 
3.  All openings in top and bottom plate to the outside in interior and exterior walls, including holes drilled for electrical and plumbing filled with 

foam or caulk. 
4.  Exterior bottom plate must be sealed to floor using rope caulk, foam gasket, or caulking bead under the entire exterior bottom plate of the 

home including the second floor bottom plates. 
5.  All gaps around windows and doors caulked or foamed.  Low expanding foam recommended if allowed by window manufacturer. 
6.  Rim Joists all gaps/openings fully sealed. 
7.  Exhaust vents that run between conditioned floors to exterior walls must include a damper at the wall. 
8.  (a) Hard to access wall stud cavities, such as corner channels, wall intersections, and behind tub/shower enclosures shall be insulated to 

the proper R‐value. In most cases this can only be completed prior to the installation of the tub/shower enclosure, the exterior 
sheathing, or the exterior stucco lath. 

9.  An air barrier shall be installed on the inside of the exterior wall(s) directly adjacent to the tub/shower enclosure 
10.  The backside of air permeable insulation exposed to the unconditioned attic space shall be completely covered with rigid board insulation or 

an air barrier.  
11.  All Top plates for interior and exterior wall shall be sealed to the attached drywall 
12.  By signing below, the installer certifies that these requirements are met. 

 
D. CEILING AIR BARRIER 
1.  Chimneys and Flues require sheet metal flashing. The flashing shall be sealed to the chimney/flue with fire rated caulk and sealed to the 

surrounding framing. 
2.  All Plumbing and electrical wires must be sealed with caulk or foam at the top plate of interior and exterior walls. 
3.  Electrical boxes, fire alarm boxes, fire sprinklers etc. shall be sealed to the surrounding drywall and all gaps in the box sealed. 
4.  All chases must be sealed at ceiling level using a hard cover and caulk or foam. 
5.  Double walls that open to attic must be sealed. 
6.  All newly installed recessed light fixtures that penetrate the ceiling to unconditioned space must be rated air tight, allowed to have direct 

contact with insulation and the housing sealed to the drywall. 
7.  Exhaust fan housing must be sealed to surrounding drywall and all holes in the housing sealed. 
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8.  Attic Access is weather stripped to reduce leakage from conditioned space to nonconditioned space. 
9.  Hard covers or draft stops shall be placed over all drop ceiling areas and interior wall cavities 
10.  Stud bays that project into the attic must be air tight. 
11.  HVAC ducts that penetrate the ceiling must be sealed at ceiling level.  Proffered method is foam.  
12.  By signing below, the installer certifies that these requirements are met. 
 
E. INSULATED FLOOR ABOVE GARAGE AIR BARRIER 
1.  All penetration in the subfloor above the garage into conditioned space must follow the raised floor air barrier requirements above. 
2.  The builder needs to ensure infiltration does not enter the house between the space above the garage and subfloor. Select the option used: 
3. 

[Y or 
N] 

(a) Seal edges on parameter of garage below the conditioned subfloor (not required to seal band joist above wall between garage 
and house) by adding blocking to the ends of dimensional lumber and sealing each block and all penetrations in the parameter. 
For an open‐web truss, blocking must be added on three sides of the garage perimeter. Insulation can be placed on the garage 
ceiling. 

4.  [Y or 
No] 

(b) Seal band joist above the wall at the garage to house transition.  Insulation must be placed in contact of subfloor below 
conditioned space. 

5.  By signing below, the installer certifies that these requirements are met. 
 
F. CANTILEVERED FLOOR AIR BARRIER 

1  Blocking shall be installed between joists at the intersection of the cantilevered floor and downstairs exterior wall and sealed. 
2  Exterior sheathing shall be installed to the bottom of the cantilever so that there is a continuous air barrier for the cantilever. 
3  Any gaps, cracks in the air barrier of the cantilever shall sealed. 
4  By signing below, the installer certifies that these requirements are met. 

 
G. ATTACHED PORCH ROOF AIR BARRIER 

1  Air barrier shall be installed at the intersection of the porch roof and exterior wall when against conditioned space. 
2  Where truss framing is used, blocking shall be used at the top and bottom of each wall/roof section. 
3  By signing below, the installer certifies that these requirements are met. 

 
DOCUMENTATION AUTHOR'S DECLARATION STATEMENT 
1. I certify that this Certificate of Installation documentation is accurate and complete. 
Name:  Signature: 

Company:  Date: 

Address:  CEA or CEPE or HERS Certification # If 
applicable: 

City/State/Zip:  Phone: 

RESPONSIBLE PERSON'S DECLARATION STATEMENT   
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1. I certify under penalty of perjury, under the laws of the State of California, the information provided on this Certificate of Installation is true 
and correct.  

2. I am eligible under Division 3 of the Business and Professions Code to accept responsibility for construction, or an authorized representative 
of the person responsible for construction (responsible person). 

3. I certify that the installed features, materials, components, or manufactured devices identified on this certificate (the installation) conforms 
to all applicable codes and regulations, and the installation is consistent with the plans and specifications approved by the enforcement 
agency. 

4. I understand that a HERS rater will check the installation to verify compliance, and that if such checking identifies defects, I am required to 
take corrective action at my expense.  I understand that Energy Commission and HERS provider representatives will also perform quality 
assurance checking of installations, including those approved as part of a sample group but not checked by a HERS rater, and if those 
installations fail to meet the requirements of such quality assurance checking, the required corrective action and additional checking/testing 
of other installations in that HERS sample group will be performed at my expense. 

5. I reviewed a copy of the Certificate of Compliance (CF1R) approved by the enforcement agency that identifies the specific requirements for 
the installation.  I certify that the requirements detailed on the CF1R that apply to the installation have been met. 

6. I will ensure that a completed, signed copy of this Certificate of Installation shall be posted, or made available with the building permit(s) 
issued for the building, and made available to the enforcement agency for all applicable inspections.  I understand that a signed copy of 
this Certificate of Installation is required to be included with the documentation the builder provides to the building owner at occupancy.  
I will ensure that all Certificates of Installation are registered with a HERS Provider Data Registry for projects that require HERS verification. 

Company Name:  (Installing Subcontractor or General Contractor or Builder/Owner) 

Responsible Person's Name:  Responsible Person's Signature: 

CSLB License:  Date Signed:  Position With Company (Title): 

Is this installation monitored by a Third Party Quality Control Program 
(TPQCP)?                                          Yes          No 

Name of TPQCP (if applicable):  
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